
Lackiergeräte und Zubehör für Profis

Pneumatische
Airless-
Kolbenpumpen

TIGER
RHINO

PANTHER



TIGER

LOW AND MEDIUM DUTY AIRLESS 
SPRAY PAINTING EQUIPMENT
The range is suitable for liquids like primers, 
finish paints and paints of medium viscosity 
and par�cle size.

FEATURES:
 Pneuma�cally sensed air motor
 High flow rate
 Stainless steel rust proof hydraulic body
 Easy maintenance
 Ice free air motors
 Light and easy to handle
 Compliance with EC norms

KOMPAKTE BIS MITTELGROSSE 
AIRLESS FARBSPRITZANLAGEN
Die Bandbreite ist ausgelegt für flüssige 
Medien wie Grundierungen, Decklacke         
und andere Farben mi�lerer Viskosität und 
Par�kelgröße. 

BESONDERHEITEN:
 Pneuma�sch gesteuerter Lu�motor
 Hohe Förderleistung
 Pumpenkörper aus ros�reiem Edelstahl
 Einfache Wartung
 Eisfreier Motor
 Einfache Handhabung
 Erfüllt die CE-Richtlinien

The right choise in combination
with our AirCombi guns!

Die richtige Wahl in Kombination
mit unseren AirCombi-Pistolen!
Other air motor-/hydraulic combina�ons on request
Andere Motor-/Hydraulik-Kombina�onen auf Anfrage

 TIGER 28.40

II2GcT4



Type / Typ 28.40 16.70 35.70 16.150 60.70 30.150 40.110 45.150 60.110

Ratio 28:1 16:1 35:1 16.1 60:1 30:1 40:1 45:1 60:1

Output per cycle 40 cm³ 70 cm³ 70 cm³ 150 cm³ 70 cm³ 150 cm³ 110 cm³ 150 cm³ 110 cm³

Air motor diameter 80 mm 80 mm 125 mm 125 mm 160 mm 160 mm 160 mm 200 mm 200 mm

Stroke length 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm

Recommended transfer 1,0 ltr. 1,75 ltr. 1,75 ltr. 3,75 ltr. 1,75 ltr. 3,75 ltr. 2,75 ltr. 3,75 ltr. 2,75 ltr. 
Volume @25 cycles/min

Air inlet pressure max. 8 bar 8 bar 8 bar 8 bar 6 bar 8 bar 8 bar 6 bar 6 bar

Output pressure max. 224 bar 128 bar 280 bar 128 bar 360 bar 240 bar 320 bar 270 bar 360 bar

Air consumption 200 450 450 1000 1000 1000 1000 1150 1150
@25 cycles/min (ltr./min)

Other combinations on request: for example 40.40, 20.70, 10.150, 60.40, 16.275 
Andere Kombinationen auf Anfrage, z. B. 40.40, 20.70, 10.150, 60.40, 16.275 

 Options / Optionen

4 leg stand + suction tube
Vierbein mit Ansaugrohr
(only for / nur für 28.40)

Trolley + suction system
Wagen + Ansaugsystem

TIGER

 All Type including / Inklusive
 air regulator  Lu�regler
 silencer  Schalldämpfer
 wall bracket  Wandhalter
 hp filter  Hochdruckfilter



RHINO

HEAVY DUTY AIRLESS SPRAY
PAINTING EQUIPMENT
The range is designed for tough working 
condi�ons and suitable for high viscosity, 
solventless or low solvent coa�ng, semisolid 
coa�ng, marine coa�ng etc.

FEATURES:
 Pneuma�cally sensed air motor
 High flow rate
 Stainless steel rust proof hydraulic body
 Easy maintenance
 Ice free air motors
 Compliance with EC norms

HOCHLEISTUNGS-AIRLESS
FARBSPRITZANLAGEN
Die Serie ist ausgelegt für harte Arbeitsum- 
gebungen und perfekt für hochviskose, löse-
mi�elfreie- oder arme Beschichtungen, halb-
feste Materialien und Beschichtungsaufgaben 
in Schiffswer�en.

BESONDERHEITEN:
 Pneuma�sch gesteuerter Lu�motor
 Hohe Förderleistung
 Pumpenkörper aus ros�reiem Edelstahl
 Einfache Wartung
 Eisfreier Motor
 Erfüllt die CE-Richtlinien

 Unit on trolley
Einheit auf Wagen
(mit Ansaugschlauch,
Pistole B90 und Lu�regler)

II2GcT4

Other air motor-/
hydraulic combina�ons
on request
Andere Motor-
Hydraulik-Kombina�onen
auf Anfrage



RHINO

Airless gun (500 bar)
+ 15 m hose + �p
Airlesspistole (500 bar)
+ 15 m Schlauch + Düse

 Op�ons / Op�onen

Trolley + suc�on system
Wagen + Ansaugsystem

Type / Typ  60.180 50.210 35.275 75.210 55.275 30.550 75.275 102.210

Ra�o 60:1 50:1 35:1 75:1 55:1 30:1 75:1 102:1 

Output per cycle 180 cm³ 201 cm³ 275 cm³ 210 cm³ 275 cm³ 550 cm³ 275 cm³ 210 cm³

Air motor diameter 250 mm 250 mm 250 mm 300 mm 300 mm 300 mm 350 mm 350 mm

Stroke length 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm 120 mm

Recommended transfer 4,5 ltr. 5,25 ltr. 6,8 ltr. 5,25 ltr. 6,8 ltr. 13,7 ltr. 6,8 ltr.  6,8 ltr. 
Volume @25 cycles/min

Air inlet pressure max. 7 bar 7 bar 7 bar 6 bar 7 bar 7 bar 6 bar 4,5 bar

Output pressure max. 420 bar 350 bar 1245 bar 450 bar 385 bar 210 bar 450 bar  450 bar

Air consump�on 2100 2100 2100 2700 2700 3700 3700 3700
@25 cycles/min (ltr./min)

 All Type including / Inklusive
 air regulator  Lu�regler
 silencer  Schalldämpfer
 wall bracket  Wandhalter
 hp filter  Hochdruckfilter



 PANTHER 28.40 B

PANTHER

BELLOW CONSTRUCTION AIRLESS 
SPRAY PAINTING EQUIPMENT
This pump is the right choice for UV paints 
and isocyanate based catalysts (2 component 
PU paints).
It‘s closed construc�on keeps moisture and 
air away from packing rings, which leeds to a 
low maintenance even with cri�cal liquids.

FEATURES:
 Pneuma�cally sensed air motor
 Stainless steel rust proof hydraulic body
 Machined PTFE bellow
 Ice free air motor
 Light and easy to handle
 Compliance with EC norms

FALTENBALG AIRLESS
FARBSPRITZANLAGEN
Diese Pumpen sind die perfekte Wahl              
für UV-Lacke und Isocyanat-Härter (z. B. für 
2-Komponenten-PU-Lacke).
Die geschlossene Konstruk�on hält Feuch�g-
keit und Lu� von Dichtungen fern, was zu
langen Laufleistungen auch bei kri�schen
Materialien führt.

BESONDERHEITEN:
 Pneuma�sch gesteuerter Lu�motor
 Pumpenkörper aus ros�reiem Edelstahl
 Aus Vollmaterial gedrehter

PFTE-Faltenbalg
 Eisfreier Motor
 Einfache Handhabung
 Erfüllt die CE-Richtlinien
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PANTHER

Type / Typ  28.40 B

Ra�o 28:1

Output per cycle 40 cm³

Air motor diameter 110 mm

Stroke length 70 mm

Recommended transfer 1,0 ltr. 
Volume @25 cycles/min

Air inlet pressure max. 8 bar

Output pressure max. 224 bar

Air consump�on 230
@25 cycles/min (ltr./min)

 Op�ons / Op�onen
Wall bracket + suc�on system
Wandhalter + Ansaugschlauch

Wall bracket + PTFE-hose
+ 20 ltr. stainless steel
pressure tank
Wandhalter + PTFE-Schlauch
+ 20 l Edelstahldrucktank

 Type including / Inklusive
 air regulator  Lu�regler
 silencer  Schalldämpfer
 wall bracket  Wandhalter
 hp filter  Hochdruckfilter

 Op�ons / Op�onen
Stainless steel pressure tanks
 different types
Edelstahldrucktanks
 verschiedene Größen
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