SAFETY LABELS AND NAMEPLATE

A WARNING
HIGH PRESSURE DEVICE FOR PROFESSIONAL USE ONLY

Read and understand instruction manual before use
and maintenance observe on warning.

SKIN INJECTION HAZARD : Protect hands and
body from high pressure fluids. Relieve pressure
before disconnecting hydraulic or other lines and
tighten all connections before applying pressure.

In case of accidental skin injection ,see immediate
“surgical Treatment.”

COMPONENT RUPTURE : The system is capable
of producing high pressure all components in the
system must have a maximum working pressure not
less than the pressure rating of the equipment.

SERVICING :Before servicing, cleaning or removing
any part, always shut off power source, carefully
release pressure in fluid portions of the system and
set on guns and equipment.

FIRE : High velocity flow of material through
equipments may create static electricity.

All equipment being sprayed must be properly
grounded to prevent sparking, which may cause a
fire or explosion.

VR COATINGS PVT. LTD. W. 01

A CAUTION

FINGURE OR HANDS PINCH HAZARD : KEEP HANDS CLEAR.
Before servicing / removing any part always shut off power

source and release pressure in fluid portions of the system.

DO NOT START PUMP IF GUARD IS NOT AT “UP”POSITION.
TO SET “UP” POSITION - hold by hands push

upward till it locks in ball catch.

TO SET “DOWN” POSITION-Push downward.
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ACAUTION

FINGUER AND HAND PINCH HAZARD. KEEP HANDS
CLEAR. Before servicing/removing any part always shut
off power source and release pressure in fluid porfions of
the system.

VR COATINGS PVT. LTD. W. 02

Label on pump provided without coupling guard Label no.W.02
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' CAUTION |
I ' I |
l FINGURE OR HANDS PINCH HAZARD. KEEP HANDS CLEAR. |
Before servicina/rernoving any part always shut off power source and release ||
! pressure in fluid portions of the system. !3
| DO NOT START PUMP IF GUARD IS NOT AT “UP" POSITION.
| TO SET “UP" POSITION- Move the oil cup guard upwards; tighten the allen |
SCrew. |
l TO SET "DOWN" POSITION- Loosen the allen screw so that the oil cup guard will i}
I be at its downward position. I
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‘Label on pump provided with screwed guard. Label no.W.08




FINGURE OR HAND PINCH HAZARD: KEEP HANDS CLEAR.

Before servicing / removing any part always shut power source
and release pressure in fluid portion of the system.
DO NOT START THE PUMP IF GUARD IS NOT IN POSTION

VR COATINGS PVT. LTD.

Label on pump provided with other than ball catch & screwed type guard.

Safety labels free of charge on request

r
C € VR COATINGS PVT. LTD.}
J-138, MIDC PUNE - 411026 INDIA.
WORKS : SECTOR 7, PLOT NO-136, PCNTDA.
’E_“\ PNEUMATIC PISTON PUMP
€1 2GcTa

MODEL .:
PRODUCT SR. NO.:
YEAR OF MANUFACTURE .

AIR INPUT PRESSURE MAX. : BAR
FLUID OUTLET PRESSURE MAX.: BAR
TRANSFER RATIO i
WEIGHT. Kgs.
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Label no. W.05




SAFETY LABELS AND NAMEPLATE

Read and understand instruction manual before use
and maintenance observe on warning.

SKIN INJECTION HAZARD : Protect hands and
body from high pressure fluids. Relieve pressure
before disconnecting hydraulic or other lines and
tighten all connections before applying pressure.

In case of accidental skin injection ,see immediate
“surgical Treatment.”

COMPONENT RUPTURE : The system is capable
of producing high pressure all components in the
system must have a maximum working pressure not
less than the pressure rating of the equipment.
SERVICING :Before servicing, cleaning or removing
any part, always shut off power source, carefully
release pressure in fluid portions of the system and
set on guns and equipment.

FIRE : High velocity flow of material through
equipments may create static electricity.

All equipment being sprayed must be properly
grounded to prevent sparking, which may cause a
fire or explosion.
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A CAUTION

FINGURE OR HANDS PINCH HAZARD : KEEP HANDS CLEAR.
Before servicing / removing any part always shut off power

source and release pressure in fluid portions of the system.

DO NOT START PUMP IF GUARD IS NOT AT “UP”POSITION.
TO SET “UP” POSITION - hold by hands push

upward till it locks in ball catch.

TO SET “DOWN?” POSITION-Push downward.

VR COATINGS PVT. LTD.

ACAUTION

FINGUER AND HAND PINCH HAZARD. KEEP HANDS
CLEAR. Before servicing/removing any part always shut
off power source and release pressure in fluid porfions of
the system.

VR COATINGS PVT. LTD. w. 02




FINGURE OR HAND PINCH HAZARD: KEEP HANDS CLEAR.

Before servicing / removing any part always shut power source
and release pressure in fluid portion of the system.
DO NOT START THE PUMP IF GUARD IS NOT IN POSTION

VR COATINGS PVT, LTD.

Label on pump provided with other than ball catch & screwed type guard.

Safety labels free of charge on request
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WORKS : SECTOR 7, PLOT NO-136, PCNTDA.
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MODEL.
PRODUCT SR. NO.:
YEAR OF MANUFACTURE .

AIR INPUT PRESSURE MAX. : BAR
FLUID OUTLET PRESSURE MAX.: BAR
TRANSFER RATIO.: |
WEIGRHT - Kgs.
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